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(e) An affected source shall, upon re-
quest by the Administrator, dem-
onstrate that their average monthly 
throughput is less than the 10,000-gal-
lon or the 100,000-gallon threshold 
level, as applicable. 

(f) If you are an owner or operator of 
affected sources, as defined in para-
graph (a) of this section, you are not 
required to obtain a permit under 40 
CFR part 70 or 40 CFR part 71 as a re-
sult of being subject to this subpart. 
However, you must still apply for and 
obtain a permit under 40 CFR part 70 or 
40 CFR part 71 if you meet one or more 
of the applicability criteria found in 40 
CFR 70.3(a) and (b) or 40 CFR 71.3(a) 
and (b). 

(g) The loading of aviation gasoline 
storage tanks at airports is not subject 
to this subpart and the aviation gaso-
line is not included in the gasoline 
throughput specified in paragraphs (b) 
through (e) of this section. 

§ 63.11112 What parts of my affected 
source does this subpart cover? 

(a) The emission sources to which 
this subpart applies are gasoline stor-
age tanks and associated equipment 
components in vapor or liquid gasoline 
service at new, reconstructed, or exist-
ing GDF that meet the criteria speci-
fied in § 63.11111. Pressure/Vacuum 
vents on gasoline storage tanks and 
the equipment necessary to unload 
product from cargo tanks into the stor-
age tanks at GDF are covered emission 
sources. The equipment used for the re-
fueling of motor vehicles is not covered 
by this subpart. 

(b) An affected source is a new af-
fected source if you commenced con-
struction on the affected source after 
November 9, 2006, and you meet the ap-
plicability criteria in § 63.11111 at the 
time you commenced operation. 

(c) An affected source is recon-
structed if you meet the criteria for re-
construction as defined in § 63.2. 

(d) An affected source is an existing 
affected source if it is not new or re-
constructed. 

§ 63.11113 When do I have to comply 
with this subpart? 

(a) If you have a new or recon-
structed affected source, you must 

comply with this subpart according to 
paragraphs (a)(1) and (2) of this section. 

(1) If you start up your affected 
source before January 10, 2008, you 
must comply with the standards in this 
subpart no later than January 10, 2008. 

(2) If you start up your affected 
source after January 10, 2008, you must 
comply with the standards in this sub-
part upon startup of your affected 
source. 

(b) If you have an existing affected 
source, you must comply with the 
standards in this subpart no later than 
January 10, 2011. 

(c) If you have an existing affected 
source that becomes subject to the con-
trol requirements in this subpart be-
cause of an increase in the average 
monthly throughput, as specified in 
§ 63.11111(c) or § 63.11111(d), you must 
comply with the standards in this sub-
part no later than 3 years after the af-
fected source becomes subject to the 
control requirements in this subpart. 

EFFECTIVE DATE NOTE: At 73 FR 35944, June 
25, 2008, § 63.11113 was amended by revising 
paragraph (a) and adding paragraph (d), ef-
fective September 23, 2008. For the conven-
ience of the user, the added and revised text 
is set forth as follows: 

§ 63.11113 When do I have to comply with 
this subpart? 

(a) If you have a new or reconstructed af-
fected source, you must comply with this 
subpart according to paragraphs (a)(1) and (2) 
of this section, except as specified in para-
graph (d) of this section. 

* * * * * 

(d) If you have a new or reconstructed af-
fected source and you are complying with 
Table 1 to this subpart, you must comply ac-
cording to paragraphs (d)(1) and (2) of this 
section. 

(1) If you start up your affected source 
from November 9, 2006 to September 23, 2008, 
you must comply no later than September 
23, 2008. 

(2) If you start up your affected source 
after September 23, 2008, you must comply 
upon startup of your affected source. 

* * * * * 
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EMISSION LIMITATIONS AND 
MANAGEMENT PRACTICES 

§ 63.11116 Requirements for facilities 
with monthly throughput of less 
than 10,000 gallons of gasoline. 

(a) You must not allow gasoline to be 
handled in a manner that would result 
in vapor releases to the atmosphere for 
extended periods of time. Measures to 
be taken include, but are not limited 
to, the following: 

(1) Minimize gasoline spills; 
(2) Clean up spills as expeditiously as 

practicable; 
(3) Cover all open gasoline containers 

and all gasoline storage tank fill-pipes 
with a gasketed seal when not in use; 

(4) Minimize gasoline sent to open 
waste collection systems that collect 
and transport gasoline to reclamation 
and recycling devices, such as oil/water 
separators. 

(b) You are not required to submit 
notifications or reports, but you must 
have records available within 24 hours 
of a request by the Administrator to 
document your gasoline throughput. 

(c) You must comply with the re-
quirements of this subpart by the ap-
plicable dates specified in § 63.11113. 

§ 63.11117 Requirements for facilities 
with monthly throughput of 10,000 
gallons of gasoline or more. 

(a) You must comply with the re-
quirements in section § 63.11116(a). 

(b) Except as specified in paragraph 
(c), you must only load gasoline into 
storage tanks at your facility by uti-
lizing submerged filling, as defined in 
§ 63.11132, and as specified in paragraph 
(b)(1) or paragraph (b)(2) of this sec-
tion. 

(1) Submerged fill pipes installed on 
or before November 9, 2006, must be no 
more than 12 inches from the bottom of 
the storage tank. 

(2) Submerged fill pipes installed 
after November 9, 2006, must be no 
more than 6 inches from the bottom of 
the storage tank. 

(c) Gasoline storage tanks with a ca-
pacity of less than 250 gallons are not 
required to comply with the submerged 
fill requirements in paragraph (b) of 
this section, but must comply only 
with all of the requirements in 
§ 63.11116. 

(d) You must have records available 
within 24 hours of a request by the Ad-
ministrator to document your gasoline 
throughput. 

(e) You must submit the applicable 
notifications as required under 
§ 63.11124(a). 

(f) You must comply with the re-
quirements of this subpart by the ap-
plicable dates contained in § 63.11113. 

[73 FR 1945, Jan. 10, 2008, as amended at 73 
FR 12276, Mar. 7, 2008] 

§ 63.11118 Requirements for facilities 
with monthly throughput of 100,000 
gallons of gasoline or more. 

(a) You must comply with the re-
quirements in §§ 63.11116(a) and 
63.11117(b). 

(b) Except as provided in paragraph 
(c) of this section, you must meet the 
requirements in either paragraph (b)(1) 
or paragraph (b)(2) of this section. 

(1) Each management practice in 
Table 1 to this subpart that applies to 
your GDF. 

(2) If, prior to January 10, 2008, you 
satisfy the requirements in both para-
graphs (b)(2)(i) and (ii) of this section, 
you will be deemed in compliance with 
this subsection. 

(i) You operate a vapor balance sys-
tem at your GDF that meets the re-
quirements of either paragraph 
(b)(2)(i)(A) or paragraph (b)(2)(i)(B) of 
this section. 

(A) Achieves emissions reduction of 
at least 90 percent. 

(B) Operates using management prac-
tices at least as stringent as those in 
Table 1 to this subpart. 

(ii) Your gasoline dispensing facility 
is in compliance with an enforceable 
State, local, or tribal rule or permit 
that contains requirements of either 
paragraph (b)(2)(i)(A) or paragraph 
(b)(2)(i)(B) of this section. 

(c) The emission sources listed in 
paragraphs (c)(1) through (3) of this 
section are not required to comply 
with the control requirements in para-
graph (b) of this section, but must com-
ply with the requirements in § 63.11117. 

(1) Gasoline storage tanks with a ca-
pacity of less than 250 gallons that are 
constructed after January 10, 2008. 

(2) Gasoline storage tanks with a ca-
pacity of less than 2,000 gallons that 
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